
PIV Approval (PIV-071006)

■ PIV Finger Verification Station
■ Government Logical Access Control System
■ Airport Security
■ e-Passport Fingerprint Scanner
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FEATURES
■ Wide range of application such as child ID programs, border and port entry/exit control, 
   national ID programs and any other fingerprint registration programs.
■ High scanning resolution 500dpi ± 1%
■ Generous coating-free capture platen area 1.2" x 1.2"
■ Standard USB connection interface
■ Consistent forensic-quality flat fingerprint images
■ Distortion < 1%
■ Linearity and rectilinearity less than one pixel (average)
■ Rugged and design, stylish housing
■ MINEX compliant SDK available (optional)

GENERAL SPECIFICATION
Sensor:    CMOS sensor
Image Resolution   500dpi (H), 500dpi(V)
Platen Size    1.2” x 1.2” (H x V)
Effective Sensing Area  1.0” x 1.0” (H x V)
Scanner Output Image Size    500 x 500 pixels (H x V)
Gray Level    8 bites/pixel, max 256 gray scales
Image Ratio of Length to Width 1:1
Scanner Interface Cable  Standard USB compliant cable (USB2.0)
Power Supply    DC 5V (from USB port)
Dimension     145 x 62 x 51mm (L x W x H)
Weight     0.5kg
Operation Temperature   0 ~ 45℃
Humidity Range    10% ~ 85%
Distortion    < 1%
Minimum Hardware Requirement  P4 1.2GHz CPU, 256MB, USB2.0
Software Platform   Windows 2000/XP/Win 7
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